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4-LINE PROFESSIONAL 400 DIM TO WARM 2100-2700K ROL 5 METER CRI 95

Artikel/Article Leds/m Kleur/Couleur V/P <=> leds lumen/m W/m - P/m ✂ IP €

4line.P400.24.D2.SWW 120
(2x60) 2100 - 2700K 24V 16.7 mm SWW: 750 

EWW: 880
19.2W 

(2x9.6W) 10 cm 20 220 €

4-LINE PROFESSIONAL 400 RGB-W ALL IN ONE ROL 5 METER

Artikel/Article Leds/m Kleur/Couleur V/P <=> leds lumen/m W/m - P/m ✂ IP €

4line.RP400.24.RGBEWW 60 RGB + 2700K 24V 16.7 mm RGB: SVT
EWW: 540

19.2W 
(RGB:14.4W 
+ W: 4.8W)

10 cm 20 220 €

3L E D S T R I P S

L E D S T R I P S  4 0 0

4-LINE PROFESSIONAL 400 ROL 5 METER CRI 95

Artikel/Article Leds/m Kleur/Couleur V/P <=> leds lumen/m W/m - P/m ✂ IP €

4line.P400B.24.90.SWW 80 2400K 24V 12,5 mm 1215 12W 10 cm 20 120 €

4line.P400B.24.90.EWW 80 2700K 24V 12,5 mm 1375 12W 10 cm 20 120 €

4line.P400B.24.90.WW 80 3000K 24V 12,5 mm 1430 12W 10 cm 20 120 €

4line.P400B.24.90.NW 80 4000K 24V 12,5 mm 1560 12W 10 cm 20 120 €

L E D S T R I P S  6 4 0

4-LINE PROFESSIONAL 640 ROL 5 METER CRI 95

Artikel/Article Leds/m Kleur/Couleur V/P <=> leds lumen/m W/m - P/m ✂ IP €

4lineP640.95.24.SWW 128 2400K 24V 7,8 mm 1050 10W 6,25 cm 20 105 €

4lineP640.95.24.EWW 128 2700K 24V 7,8 mm 1200 10W 6,25 cm 20 105 €

4lineP640.95.24.WW 128 3000K 24V 7,8 mm 1268 10W 6,25 cm 20 105 €

4lineP640.95.24.NW 128 4000K 24V 7,8 mm 1225 10W 6,25 cm 20 105 €

4lineP640.95.24.CW 128 6000K 24V 7,8 mm 1250 10W 6,25 cm 20 105 €

L E D S T R I P S   

L E D S T R I P S  4 0 0  D I M  T O  W A R M

L E D S T R I P S  4 0 0  R G B W

2 L E D S T R I P S

4-LINE PROFESSIONAL 400 COB ROL 5 METER CRI 95

Artikel/Article Kleur/Couleur V/P lumen/m W/m - P/m ✂ IP €

4line.COB400.24.90.EWW 2700K 24V 1134 12W 10 cm 20 125 €

4line.COB400.24.90.WW 3000K 24V 1174 12W 10 cm 20 125 €



5L E D S T R I P S

4-LINE PROFESSIONAL 1260 ROL 5 METER CRI 95+

Artikel/Article Leds/m Kleur/Couleur V/P <=> leds lumen/m W/m - P/m ✂ IP €

4line.P1260B.24.90.SWW 252 2400K 24V 3,69 mm 1808 19,2W 2,77 cm 20 165 €

4line.P1260B.24.90.EWW 252 2700K 24V 3,69 mm 1999 19,2W 2,77 cm 20 165 €

4line.P1260B.24.90.WW 252 3000K 24V 3,69 mm 2073 19,2W 2,77 cm 20 165 €

4line.P1260B.24.90.NW 252 4000K 24V 3,69 mm 2295 19,2W 2,77 cm 20 165 €

4line.P1260B.24.90.CW 252 6000K 24V 3,69 mm 2125 19,2W 2,77 cm 20 165 €

4 L E D S T R I P S

L E D S T R I P S  1 2 6 0

4-LINE PROFESSIONAL 1260 ROL 5 METER MEAT

Artikel/Article Leds/m Kleur/Couleur V/P <=> leds lumen/m W/m - P/m ✂ IP €

4line.P1200B.24.meat+ 252 meat+ 24V 4,2 mm 800 19,2W 2,5 cm 20 225 €

4line.P1200B.24.freshmeat/meat 252 freshmeat/meat 24V 4,2 mm 800 19,2W 2,5 cm 20 225 €

4-LINE PROFESSIONAL 1260 ROL 5 METER FISH (VERSE VIS)

Artikel/Article Leds/m Kleur/Couleur V/P <=> leds lumen/m W/m - P/m ✂ IP €

4lineP1200B.24.fish 252 Fish 24V 4,2 mm 980 19,2W 2,5 cm 20 225 €

4-LINE PROFESSIONAL 1260 ROL 5 METER BAKERY

Artikel/Article Leds/m Kleur/Couleur V/P <=> leds lumen/m W/m - P/m ✂ IP €

4lineP1200B.24.bakery 252 Gold+ 24V 4,2 mm 700 19,2W 2,5 cm 20 225 €

L E D S T R I P S  4 8 V

4-LINE PROFESSIONAL 600 ROL 50 METER CRI 90+

Artikel/Article Leds/m Kleur/Couleur V/P <=> leds lumen/m W/m - P/m ✂ IP €

4lineP600C.48.90.EWW.50M 120 2700K 48V 8,33 mm 720 8W 10 cm 20 1.050 €

4lineP600C.48.90.WW.50M 120 3000K 48V 8,33 mm 770 8W 10 cm 20 1.050 €

4lineP600C.48.90.NW.50M 120 4000K 48V 8,33 mm 855 8W 10 cm 20 1.050 €

4lineP600C.48.90.CW.50M 120 6000K 48V 8,33 mm 855 8W 10 cm 20 1.050 €



4-LINE I640 ROL 5 METER CRI 95

Artikel/Article Leds/m Kleur/Couleur V/P <=> leds lumen/m W/m - P/m ✂ IP €

4LINE.i640B.24.90.SWW 128 2400K 24V 7,8 mm 1050 9,6W 6,25 cm 68 165 €

4LINE.i640B.24.90.EWW 128 2700K 24V 7,8 mm 1200 9,6W 6,25 cm 68 165 €

4LINE.i640B.24.90.WW 128 3000K 24V 7,8 mm 1268 9,6W 6,25 cm 68 165 €

4LINE.i640B.24.90.NW 128 4000K 24V 7,8 mm 1225 9,6W 6,25 cm 68 165 €

4LINE.i640B.24.90.CW 128 6000K 24V 7,8 mm 1250 9,6W 6,25 cm 68 165 €

4-LINE I400 ROL 5 METER

Artikel/Article Leds/m Kleur/Couleur V/P <=> leds lumen/m W/m - P/m ✂ IP €

4LINE.i400.24.RGB 60 RGB 24V 16,7 mm 15W 10 cm 68 185 €

L E D S T R I P S  I P

4-LINE I1260 ROL 5 METER CRI 95

Artikel/Article Leds/m Kleur/Couleur V/P <=> leds lumen/m W/m - P/m ✂ IP €

4LINE.i1260B.24.90.EWW 252 2700K 24V 3,96 mm 1999 19,2W 2,77 cm 65 300 €

4LINE.i1260B.24.90.WW 252 3000K 24V 3,96 mm 2073 19,2W 2,77 cm 65 300 €

4LINE.i1260B.24.90.NW 252 4000K 24V 3,96 mm 2295 19,2W 2,77 cm 65 300 €

7L E D S T R I P S6 L E D S T R I P S

4-LINE I640 ROL 10 METER CRI 95

Artikel/Article Leds/m Kleur/Couleur V/P <=> leds lumen/m W/m - P/m ✂ IP €

4LINE.i640B.24.90.SWW.10m 128 2400K 24V 7,8 mm 1050 9,6W 6,25 cm 68 300 €

4LINE.i640B.24.90.EWW.10m 128 2700K 24V 7,8 mm 1200 9,6W 6,25 cm 68 300 €

4LINE.i640B.24.90.WW.10m 128 3000K 24V 7,8 mm 1268 9,6W 6,25 cm 68 300 €

4LINE.i640B.24.90.NW.10m 128 4000K 24V 7,8 mm 1225 9,6W 6,25 cm 68 300 €

4LINE.i640B.24.90.CW.10m 128 6000K 24V 7,8 mm 1250 9,6W 6,25 cm 68 300 €

4-LINE PROFESSIONAL I600 ROL 40 METER CRI 90+

Artikel/Article Leds/m Kleur/Couleur V/P <=> leds lumen/m W/m - P/m ✂ IP €

4linei600C.48.90.EWW.40M 120 2700K 48V 8,33 mm 700 8W 10 cm 65 1.100 €

4linei600C.48.90.WW.40M 120 3000K 48V 8,33 mm 735 8W 10 cm 65 1.100 €

4linei600C.48.90.NW.40M 120 4000K 48V 8,33 mm 790 8W 10 cm 65 1.100 €

4linei600C.48.90.CW.40M 120 6000K 48V 8,33 mm 825 8W 10 cm 65 1.100 €



9L E D P R O F I E L E N

L E D P R O F I E L E N

L E D P R O F I E L E N

4-LINE AL7

Artikel/Article L B H Kleur/Couleur Cover €

4line.AL7.2M 2 m 17,5 mm 7 mm ANO FROSTED 36 €

4line.AL7.3M 3 m 17,5 mm 7 mm ANO FROSTED 54 €

4line.AL7.END     Set eindkapjes (2 stuks) kunststof GRIJS 9 €

4line.AL7.2M.BLACK.FR 2 m 17,5 mm 7 mm BLACK FROSTED 42 €

4line.AL7.2M.BLACK.BL 2 m 17,5 mm 7 mm BLACK BLACK 44 €

4line.AL7.3M.BLACK.FR 3 m 17,5 mm 7 mm BLACK FROSTED 62 €

4line.AL7.3M.BLACK.BL 3 m 17,5 mm 7 mm BLACK BLACK 66 €

4line.AL7.ENDCAP.BLACK     Set eindkapjes (2 stuks) alu BLACK 9 €

4line.AL7.CLP     Set bevestigingsclips (5 stuks) ALU 20 €

8 L E D P R O F I E L E N P R O F I E L E N  Z I J N  L E E G ,  L E D S T R I P S  D I E N E N  A F Z O N D E R L I J K  B E S T E L D  T E  W O R D E N .

4-LINE AL15

Artikel/Article L B H Kleur/Couleur Cover €

4line.AL15.2M 2 m 17,5 mm 15 mm ANO FROSTED 42 €

4line.AL15.3M 3 m 17,5 mm 15 mm ANO FROSTED 63 €

4line.AL15.END     Set eindkapjes (2 stuks) kunststof GRIJS 9 €

4line.AL15.2M.BLACK.FR 2 m 17,5 mm 15 mm BLACK FROSTED 52 €

4line.AL15.2M.BLACK.BL 2 m 17,5 mm 15 mm BLACK BLACK 60 €

4line.AL15.3M.BLACK.FR 3 m 17,5 mm 15 mm BLACK FROSTED 74 €

4line.AL15.3M.BLACK.BL 3 m 17,5 mm 15 mm BLACK BLACK 88 €

4line.AL15.ENDCAP.BLACK     Set eindkapjes (2 stuks) alu BLACK 9 €

4line.AL15.CLP     Set bevestigingsclips (5 stuks) ALU 20 €

4-LINE AL15 FLAT

Artikel/Article L B H Kleur/Couleur Cover €

4line.AL15F-B-3M-FR 2 m 17,5 mm 19 mm BLACK FROSTED 80 €

4line.AL15F-B-3M-B 3 m 17,5 mm 19 mm BLACK BLACK 85 €

4line.AL15F-END-B     Set eindkapjes (2 stuks) alu BLACK 15 €



4-LINE AL45

Artikel/Article L Kleur/Couleur Cover €

4line.AL45.2M 2 m ANO FROSTED 82 €

4line.AL45.3M 3 m ANO FROSTED 123 €

4line.AL45.END         Set eindkapjes (2 stuks) kunststof GRIJS 9 €

4line.AL45.CLP         Set bevestigingsclips (5 stuks) ALU 20 €

11L E D P R O F I E L E N10 L E D P R O F I E L E N

4-LINE RAL15

Artikel/Article L Kleur/Couleur Cover €

4line.RAL15.2M 2 m ANO FROSTED 50 €

4line.RAL15.3M 3 m ANO FROSTED 68 €

4line.RAL15.END         Set eindkapjes (2 stuks) kunststof GRIJS 9 €

L E D P R O F I E L E N

P R O F I E L E N  Z I J N  L E E G ,  L E D S T R I P S  D I E N E N  A F Z O N D E R L I J K  B E S T E L D  T E  W O R D E N .



I N B O U W S P O T S

13I N B O U W S P O T S

C I E L O  7

CIELO 7 230V CVL CRI 90

Artikel/Article Input Output V/P Mat. t° Refl. ø H IP €

L4A.8807.WT.230.10.27 230V 620lm 10W WIT 2700K 36°  70 mm 70 mm 20 85 €

L4A.8807.ZW.230.10.27 230V 620lm 10W ZWART 2700K 36°  70 mm 70 mm 20 85 €

L4A.8807.WT.230.10.30 230V 650lm 10W WIT 3000K 36°  70 mm 70 mm 20 85 €

L4A.8807.ZW.230.10.30 230V 650lm 10W ZWART 3000K 36°  70 mm 70 mm 20 85 €

CIELO 7 350mA CRI 97

Artikel/Article Input Output V/P Mat. t° Refl. ø H IP €

L4A.7000.WT.350.27.36 350mA 696lm 7,1W WIT 2700K 36°  70 mm 50 mm 20 89 €

L4A.7000.WT.350.27.36 350mA 696lm 7,1W ZWART 2700K 36°  70 mm 50 mm 20 89 €

L4A.7000.ZW.350.30.36 350mA 743lm 7,1W WIT 3000K 36°  70 mm 50 mm 20 89 €

L4A.7000.ZW.350.30.36 350mA 743lm 7,1W ZWART 3000K 36°  70 mm 50 mm 20 89 €

CIELO 7 XICATO CRI 98

Artikel/Article Input Output V/P Mat. t° Glas/Ver Refl. ø H IP €

L4A.8887.WT.EWW.40 700ma 1300lm 10,9W WIT 2700K CLEAR 40°  70 mm  90 mm 23 169 €

L4A.8887.ZW.EWW.40 700ma 1300lm 10,9W ZWART 2700K CLEAR 40°  70 mm  90 mm 23 169 €

L4A.8887.WT.WW.40 700ma 1300lm 10,9W WIT 3000K CLEAR 40°  70 mm  90 mm 23 169 €

L4A.8887.ZW.WW.40 700ma 1300lm 10,9W ZWART 3000K CLEAR 40°  70 mm  90 mm 23 169 €

L4A.8887.WT.EWW.60 700ma 1300lm 10,9W WIT 2700K MATT 60°  70 mm  90 mm 54 169 €

L4A.8887.ZW.EWW.60 700ma 1300lm 10,9W ZWART 2700K MATT 60°  70 mm  90 mm 54 169 €

L4A.8887.WT.WW.60 700ma 1300lm 10,9W WIT 3000K MATT 60°  70 mm  90 mm 54 169 €

L4A.8887.ZW.WW.60 700ma 1300lm 10,9W ZWART 3000K MATT 60°  70 mm  90 mm 54 169 €

C I E L O  7  2 3 0 V C I E L O  7  3 5 0 m A C I E L O  7  X I C A T O

12 I N B O U W S P O T S



15I N B O U W S P O T S14 I N B O U W S P O T S

C I E L O  7  M A S

CIELO 7 MAS 350mA CRI 97

Artikel/Article Input Output V/P Mat. t° Refl. ø H IP €

L4A.7001.WT.350.27.36 350mA 696lm 7,1W WIT 2700K 36°  70 mm 55 mm 20 89 €

L4A.7001.WT.350.27.36 350mA 696lm 7,1W ZWART 2700K 36°  70 mm 55 mm 20 89 €

L4A.7001.ZW.350.30.36 350mA 743lm 7,1W WIT 3000K 36°  70 mm 55 mm 20 89 €

L4A.7001.ZW.350.30.36 350mA 743lm 7,1W ZWART 3000K 36°  70 mm 55 mm 20 89 €

CIELO 7 MAS XICATO CRI 98

Artikel/Article Input Output V/P Mat. t° Glas/Ver Refl. ø H IP €

L4A.8707.WT.EWW.40 700ma 1300lm 10,9W WIT 2700K CLEAR 40°  70 mm  90 mm 23 169 €

L4A.8707.ZW.EWW.40 700ma 1300lm 10,9W ZWART 2700K CLEAR 40°  70 mm  90 mm 23 169 €

L4A.8707.WT.WW.40 700ma 1300lm 10,9W WIT 3000K CLEAR 40°  70 mm  90 mm 23 169 €

L4A.8707.ZW.WW.40 700ma 1300lm 10,9W ZWART 3000K CLEAR 40°  70 mm  90 mm 23 169 €

L4A.8707.WT.EWW.60 700ma 1300lm 10,9W WIT 2700K MATT 60°  70 mm  90 mm 54 169 €

L4A.8707.ZW.EWW.60 700ma 1300lm 10,9W ZWART 2700K MATT 60°  70 mm  90 mm 54 169 €

L4A.8707.WT.WW.60 700ma 1300lm 10,9W WIT 3000K MATT 60°  70 mm  90 mm 54 169 €

L4A.8707.ZW.WW.60 700ma 1300lm 10,9W ZWART 3000K MATT 60°  70 mm  90 mm 54 169 €

C I E L O  7  M A S  2 3 0 V C I E L O  7  M A S  3 5 0 m A C I E L O  7  M A S  X I C A T O

CIELO 7 MAS 230V CVL CRI 90

Artikel/Article Input Output V/P Mat. t° Refl. ø H IP €

L4A.8707.WT.230.10.27 230V 620lm 10W WIT 2700K 36°  70 mm 70 mm 20 85 €

L4A.8707.ZW.230.10.27 230V 620lm 10W ZWART 2700K 36°  70 mm 70 mm 20 85 €

L4A.8707.WT.230.10.30 230V 650lm 10W WIT 3000K 36°  70 mm 70 mm 20 85 €

L4A.8707.ZW.230.10.30 230V 650lm 10W ZWART 3000K 36°  70 mm 70 mm 20 85 €

C I E L O  7  2 3 0 V



C I E L O  8

CIELO 8 230V CRI 90

Artikel/Article Input Output V/P Mat. t° Refl. ø H IP €

8000.WT.230.27.33 230V 597lm 8W WIT 2700K 33°  80 mm 60 mm 20 89 €

8000.WT.230.27.33 230V 597lm 8W ZWART 2700K 33°  80 mm 60 mm 20 89 €

8000.ZW.230.30.33 230V 630lm 8W WIT 3000K 33°  80 mm 60 mm 20 89 €

8000.ZW.230.30.33 230V 630lm 8W ZWART 3000K 33°  80 mm 60 mm 20 89 €

CIELO 8 350mA CRI 97

Artikel/Article Input Output V/P Mat. t° Refl. ø H IP €

8000.WT.350.27.36 350mA 696lm 7,1W WIT 2700K 36°  80 mm 50 mm 20 89 €

8000.WT.350.27.36 350mA 696lm 7,1W ZWART 2700K 36°  80 mm 50 mm 20 89 €

8000.ZW.350.30.36 350mA 743lm 7,1W WIT 3000K 36°  80 mm 50 mm 20 89 €

8000.ZW.350.30.36 350mA 743lm 7,1W ZWART 3000K 36°  80 mm 50 mm 20 89 €

CIELO 8 XICATO CRI 98

Artikel/Article Input Output V/P Mat. t° Glas/Ver Refl. ø H IP €

L4A.8882.WT.EWW.40 700ma 1300lm 10,9W WIT 2700K CLEAR 40°  80 mm  90 mm 23 169 €

L4A.8882.ZW.EWW.40 700ma 1300lm 10,9W ZWART 2700K CLEAR 40°  80 mm  90 mm 23 169 €

L4A.8882.WT.WW.40 700ma 1300lm 10,9W WIT 3000K CLEAR 40°  80 mm  90 mm 23 169 €

L4A.8882.ZW.WW.40 700ma 1300lm 10,9W ZWART 3000K CLEAR 40°  80 mm  90 mm 23 169 €

L4A.8882.WT.EWW.60 700ma 1300lm 10,9W WIT 2700K MATT 60°  80 mm  90 mm 54 169 €

L4A.8882.ZW.EWW.60 700ma 1300lm 10,9W ZWART 2700K MATT 60°  80 mm  90 mm 54 169 €

L4A.8882.WT.WW.60 700ma 1300lm 10,9W WIT 3000K MATT 60°  80 mm  90 mm 54 169 €

L4A.8882.ZW.WW.60 700ma 1300lm 10,9W ZWART 3000K MATT 60°  80 mm  90 mm 54 169 €

C I E L O  8  M A S

CIELO 8 MAS 230V CRI 90

Artikel/Article Input Output V/P Mat. t° Refl. ø H IP €

7001.WT.230.27.33 230V 597lm 8W WIT 2700K 33°  80 mm 60 mm 20 89 €

7001.WT.230.27.33 230V 597lm 8W ZWART 2700K 33°  80 mm 60 mm 20 89 €

7001.ZW.230.30.33 230V 630lm 8W WIT 3000K 33°  80 mm 60 mm 20 89 €

7001.ZW.230.30.33 230V 630lm 8W ZWART 3000K 33°  80 mm 60 mm 20 89 €

CIELO 8 350mA CRI 97

Artikel/Article Input Output V/P Mat. t° Refl. ø H IP €

7001.WT.350.27.36 350mA 696lm 7,1W WIT 2700K 36°  80 mm 55 mm 20 89 €

7001.WT.350.27.36 350mA 696lm 7,1W ZWART 2700K 36°  80 mm 55 mm 20 89 €

7001.ZW.350.30.36 350mA 743lm 7,1W WIT 3000K 36°  80 mm 55 mm 20 89 €

7001.ZW.350.30.36 350mA 743lm 7,1W ZWART 3000K 36°  80 mm 55 mm 20 89 €

CIELO 8 MAS XICATO CRI 98

Artikel/Article Input Output V/P Mat. t° Glas/Ver Refl. ø H IP €

L4A.8712.WT.EWW.40 700ma 1300lm 10,9W WIT 2700K CLEAR 40°  80 mm  90 mm 23 169 €

L4A.8712.ZW.EWW.40 700ma 1300lm 10,9W ZWART 2700K CLEAR 40°  80 mm  90 mm 23 169 €

L4A.8712.WT.WW.40 700ma 1300lm 10,9W WIT 3000K CLEAR 40°  80 mm  90 mm 23 169 €

L4A.8712.ZW.WW.40 700ma 1300lm 10,9W ZWART 3000K CLEAR 40°  80 mm  90 mm 23 169 €

L4A.8712.WT.EWW.60 700ma 1300lm 10,9W WIT 2700K MATT 60°  80 mm  90 mm 54 169 €

L4A.8712.ZW.EWW.60 700ma 1300lm 10,9W ZWART 2700K MATT 60°  80 mm  90 mm 54 169 €

L4A.8712.WT.WW.60 700ma 1300lm 10,9W WIT 3000K MATT 60°  80 mm  90 mm 54 169 €

L4A.8712.ZW.WW.60 700ma 1300lm 10,9W ZWART 3000K MATT 60°  80 mm  90 mm 54 169 €

17I N B O U W S P O T S16 I N B O U W S P O T S

C I E L O  8  2 3 0 V C I E L O  8  3 5 0 m A C I E L O  8  X I C A T O C I E L O  8  M A S  2 3 0 V C I E L O  8  M A S  3 5 0 m A C I E L O  8  M A S  X I C A T O

CIELO 8 MAS GYPKIT

Artikel/Article boor ø LxBxH €

8001.GYPKIT4ALL  114 mm 112x159x28 29 €



19B R O N Z 4 A L L18 B R O N Z 4 A L L



21P I C A  220 P I C A  2

P I C A  2

PICA 2

Artikel/Article Input Output V/P Mat. t° Refl. ø spot H spot IP €

L4A.1210.BZ.WW.60 350mA / 24V 102lm 2W BRONZ 3000K 60°  2,95 cm  7,5 cm 65 180 €

PICA 2 PIN MET U-BEUGEL

Artikel/Article Mat. L pin €

L4A.PIN.PICA2.50 BRONZ  50 cm 75 €



23P I C A  6  X I C A T O22 P I C A  6  X I C A T O

P I C A  6  X I C A T O

PICA 6 XICATO 350mA

Artikel/Article Input Output V/P Mat. t° Refl. ø spot H spot IP €

L4A.2610.BZ.EWW.40 350mA 700lm 6W BRONZ 2700K 40°  60 mm  80 mm 65 300 €

L4A.2610.BZ.WW.40 350mA 700lm 6W BRONZ 3000K 40°  60 mm  80 mm 65 300 €

L4A.2610.BZ.NW.40 350mA 700lm 6W BRONZ 4000K 40°  60 mm  80 mm 65 300 €

L4A.2610.BZ.EWW.60 350mA 700lm 6W BRONZ 2700K 60°  60 mm  80 mm 65 300 €

L4A.2610.BZ.WW.60 350mA 700lm 6W BRONZ 3000K 60°  60 mm  80 mm 65 300 €

L4A.2610.BZ.NWW.60 350mA 700lm 6W BRONZ 4000K 60°  60 mm  80 mm 65 300 €

PICA 6 XICATO 24V

Artikel/Article Input Output V/P Mat. t° Refl. ø spot H spot IP €

L4A.2611.BZ.EWW.40 24V 700lm 6W BRONZ 2700K 40°  60 mm  80 mm 65 350 €

L4A.2611.BZ.WW.40 24V 700lm 6W BRONZ 3000K 40°  60 mm  80 mm 65 350 €

L4A.2611.BZ.NW.40 24V 700lm 6W BRONZ 4000K 40°  60 mm  80 mm 65 350 €

L4A.2611.BZ.EWW.60 24V 700lm 6W BRONZ 2700K 60°  60 mm  80 mm 65 350 €

L4A.2611.BZ.WW.60 24V 700lm 6W BRONZ 3000K 60°  60 mm  80 mm 65 350 €

L4A.2611.BZ.NWW.60 24V 700lm 6W BRONZ 4000K 60°  60 mm  80 mm 65 350 €

PICA 6 XICATO PIN

Artikel/Article Mat. ø pin L pin €

L4A.PIN.BZ.XI.100 BRONZ  2 cm  100 cm 120 €
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H O N G O

HONGO 100 230V

Artikel/Article Input Output V/P Mat. t° Refl. ø kop ø pin L pin IP €

L4A.4100.BZ.WW.230V 230V 502lm 6W BRONZ 2800K 60°  10 cm  1,15 cm  90+40 cm 65 395 €

HONGO 100 24V

Artikel/Article Input Output V/P Mat. t° Refl. ø kop ø pin L pin IP €

L4A.4100.BZ.WW.24V 24V 502lm 6W BRONZ 2800K 60°  10 cm  1,15 cm  90+40 cm 65 450 €
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P A R T I D O

PARTIDO 350mA

Artikel/Article Input Output V/P Mat. t° ø H IP €

L4A.4200.BZ.WW.120.350MA 350mA 102lm 2W BRONZ 3000K  20 mm  120 mm 65 265 €

L4A.4200.BZ.WW.150.350MA 350mA 102lm 2W BRONZ 3000K  20 mm  150 mm 65 280 €

L4A.4200.BZ.WW.180.350MA 350mA 102lm 2W BRONZ 3000K  20 mm  180 mm 65 295 €

PARTIDO 24V

Artikel/Article Input Output V/P Mat. t° ø H IP €

L4A.4200.BZ.WW.120.24V 24V 102lm 2W BRONZ 3000K  20 mm  120 mm 65 265 €

L4A.4200.BZ.WW.150.24V 24V 102lm 2W BRONZ 3000K  20 mm  150 mm 65 280 €

L4A.4200.BZ.WW.180.24V 24V 102lm 2W BRONZ 3000K  20 mm  180 mm 65 295 €
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LED DRIVER 24V COMPACT (NON DIM)

Artikel/Article Input Output V/P LxBxH IP €

DRI.LPV.24.20 240V 24V 20W 118x36x26 67 20 €

DRI.LPV.24.35 240V 24V 35W 148x40x30 67 32 €

DRI.LPV.24.60 240V 24V 60W 162,5x42,5x32 67 36 €

DRI.LPV.24.100 240V 24V 100W 190x52x67 67 60 €

DRI.LPV.24.150 240V 24V 150W 191x63x37,5 67 88 €

LED DRIVER 24V DIN RAIL

Artikel/Article Input Output V/P LxBxH IP €

DRI.DR.24.30 240V 24V 30W 58,4x35x90 23 48 €

DRI.DR.24.60 240V 24V 60W 58,4x52,5x90 23 56 €

DRI.DR.24.100 240V 24V 100W 58,4x70x90 23 69 €

DRI.DR.24.150 240V 24V 150W 58,4x10,5x90 23 88 €

LED DRIVER 24V PWM + DIMFUNCTIE 0-10V

Artikel/Article Input Output V/P LxBxH IP €

DRI.PWM.24.40 240V 24V 40W 150x53x35 67 60 €

DRI.PWM.24.60 240V 24V 60W 150x53x35 67 70 €

DRI.PWM.24.90 240V 24V 90W 171x63x38 67 94 €

DRI.PWM.24.120 240V 24V 120W 191x63x38 67 120 €

D R I V E R S

LED DRIVER 48V COMPACT (NON DIM)

Artikel/Article Input Output V/P LxBxH IP €

DRI.LPV.48.60 240V 48V 60W 162x42x30 67 36 €

DRI.LPV.48.100 240V 48V 100W 190x52x37 67 60 €

DRI.LPV.48.150 240V 48V 150W 190x63x38 67 88 €

LED DRIVER 48V DIN RAIL

Artikel/Article Input Output V/P LxBxH IP €

DRI.HDR.48.60 240V 48V 60W 58,4x52,5x90 23 56 €

DRI.HDR.48.100 240V 48V 100W 58,4x70x90 23 69 €

DRI.HDR.48N.150 240V 48V 150W 58,4x10,5x90 23 88 €

LED OMVORMER 12/24V

Artikel/Article Input Output V/P LxBxH IP €

DRI.OMV.350.1224.LW 12-24V 350MA 4,2W 22,5x10x9 23 20 €

DRI.OMV.500.1224.LW 12-24V 500MA 6W 22,5x10x9 23 20 €

DRI.OMV.700.1224.LW 12-24V 700MA 8,4W 22,5x10x9 23 20 €

LED DRIVER ELG 24V DIMBAAR 1-10V

Artikel/Article Input Output V/P LxBxH IP €

DRI.ELG.24.150B 240V 24V 150W 219x63x36 67 165 €

DRI.ELG.24.200B 240V 24V 200W 244x71x38 67 185 €

DRI.ELG.24.240B 240V 24V 240W 244x71x38 67 205 €

LED DRIVER MULTI DIMBAAR FASEAFSNIJDING

Artikel/Article Input Output V/P LxBxH IP €

CC10W200-350CG 240V 200-350mA 10W 122x41x23 20 25 €

CC10W350-500CG 240V 350-500mA 10W 122x41x23 20 25 €

CC15W200-350CG 240V 200-350mA 15W 122x41x23 20 25 €

CC15W500-700CG 240V 500-700mA 15W 122x41x23 20 25 €

LED DRIVER TCI

Artikel/Article Input Output V/P LxBxH IP €

151556 (TRIAC) 240V 250-900mA 20W 111x52x22 20 65 €

151400 (1-10V/PUSH) 240V 250-900mA 20W 111x52x22 20 65 €

151403 (DALI) 240V 250-700mA 20W 111x52x22 20 65 €

151409 (PUSH/1-10V/DALI) 240V 250-700mA 60W 124x79x22 20 103 €



RGB-W RECEIVER RF

Artikel/Article Input Output A/kan. €

L4A.CON.DIM.RGB.RF 12/24V 12/24V 4x5 93 €

RGB-W RECEIVER DMX

Artikel/Article Input Output A/kan. €

L4A.CON.DIM.RGB.DMX 12/24V 12/24V 4x5 105 €

RECEIVER MONO RF-PUSH

Artikel/Article Input Output A/kan. €

L4A.CON.DIM.PU/RF 12/24V 12/24V 1x8A 48 €

TRANSMITTER RGB-W 4 ZONES

Artikel/Article Input Kleuren/Couleurs €

L4A.CON.RGB.TEL BAT 256 89 €

TRANSMITTER RGB-W 4 ZONES INBOUW/ENCASTRÉE

Artikel/Article Input Kleuren/Couleurs €

L4A.CON.RGB.RF 12/24V 256 107 €

TRANSMITTER RGB-W DMX INBOUW/ENCASTRÉE

Artikel/Article Input Kleuren/Couleurs €

L4A.CON.RGB.DMX 12/24V 256 122 €

TRANSMITTER MONO INBOUW/ENCASTRÉE

Artikel/Article Input Kleuren/Couleurs €

L4A.CON.MON.RF 12/24V 256 52 €

CONTROLLERS PROFESSIONAL SERIE

Artikel/Article Input Output A/kan. Dimming €

L4A.DIM.1248.1CH.110 12-48V 12-48V 1x8A 0/1-10V 65 €

L4A.DIM.1248.1CH.DALI 12-48V 12-48V 1x8A DALI 95 €

Artikel/Article Input Output A/kan. Dimming €

L4A.DIM.1248.4CH.CASAMBI 12-48V 12-48V 1x5A CASAMBI 275 €

Artikel/Article Input Output A/kan. Dimming €

L4A.DIN.1248.1CH.110 12-48V 12-48V 1x8A 0/1-10V 100 €

L4A.DIN.1248.1CH.DALI 12-48V 12-48V 1x8A DALI 128 €

Artikel/Article Input Output A/kan. Dimming €

L4A.DIN.1248.4CH.PRO 12-48V 12-48V 4x5A DALI - 0/1-10V 275 €
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FEATURES

• DIMMER+DRIVER CASAMBI

• Input: DC 12-24 Vdc

• Command: APP CASAMBI

• Local Command: N°4 Push Buttons Normally Open (N.O.)

• Control: Dimmer White, Tunable White, Color RGB o RGBW

• Voltage output for LED strip

• Typical efficiency > 95%

• Extended temperature range

• 100% Functional Test

    

Product description:

This DLX1224 at 4 channels with CASAMBI module allows to control all kind of leds: White, Tunable White, RGB and RGBW.
Through this device it is possible to adjust the luminous brightness, to create multiple color scenes and settle color games,
thanks to all commands available on “CASAMBI APP”. The device is also provide with 4 analog input (n°4 Push Buttons
Normally Open) to control up to four different scenes.
With Casambi APP it is possible to control Led lights just from one view, by taking a photo of the lamps in a room, or by
creating different scenarios.

Download the free Casambi APP on APP STORE and GOOGLE PLAY.
Necessary conditions for a correct function are:

• Devices with S.O. APPLE  iOS 8.2 o later version

• Devices with S.O. ANDROID 4.4 o later version 

• Normally Open Push Buttons  (N.O.)

• Casambi App, download for free on App Store and Google Play

➔ For the whole and updated Device Manual refer to producer’s website.

➔ For the correct functioning of CASAMBI APP refer to the CASAMBI website: http://www.casambi.com

Warnings

➢ To guarantee the best performances and the full use of all functions, make sure to download on your device the last release of

CASAMBI APP.

➢ Functionality tests are done on all dimmers to ensure the right working. In case the device is still paired to “producer’s network”, you

are asked to unpair it by following the instructions on CASAMBI APP.

➢ Whenever CASAMBI APP requires an upgrade of the profile installed in the LED Dimmers, follow the instruction to do it. This allows

you to stay always up to date and benefit of new functions released. Check the available profiles on the product manual in the
producer’s website.

L4A-DIM1 2 24-4 C H-CASAMBI

In: 12-24V
Out: 4 x 5 A  (max 1 0 A  tot.)

DC I N OUT

+ - + - L + L1- L2 - L3 - L4-

LED DIM M ER

COMCOM COM COMIN1 IN2 IN3 IN4

INPUT

Radio Signal : 2,4-2,483GHz, +4dBm

L E D A L L

L4A-DIM-1224-4CH.CASAMBI

FEATURES

• FADER+DIMMER+DRIVER

• DC Input: 12/24/48 Vdc

• Command: 0-10V / 1-10V

• Adjusting the brightness of withe light

• Voltage outputs for R-L-C loads

• Typical efficiency > 95%

• Adjusting the brightness up to completed off

• Soft start and soft stop

• Optimized output curve

• Extended temperature range

• 100% Functional test

➔ For the whole and updated Device Manual refer to producer's website.

    

    Constant voltage variants (common anode)

CODE Voltage supply Output Channels Command

L4A.DIM.1248.1CH.110 12-48V DC 1 x 8A max 1 analog signal 0-10V /  1-10V 

     Application: Dimmer

     Protections

OTP Over temperature protection

OVP Over voltage protection

UVP Under voltage protection

RVP Reverse polarity protection

IFP Input fuse protection

SCP Short circuit protection

OCP Open circuit protection

CLP Current limit protection

DC In : 12-48V
Out : max 8A

L
E

D
 D

IM
M

E
R0/1-10V

0V IN 1-10V

0.5mA

DC IN OUT

+ - L+ L-

L
E
D

 D
IM

 M
 E

R

L4A-DIM12 4 8-1CH-110

In: 12-48V

Out: max 8A

0 1-10V

0 V IN 1-10V

0.5mA

+ - L + L-

DC IN OUT

L
E

D
A

L
L

L4A-DIM-1228-1CH.110 SINGLE CHANNEL DIMMER
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FEATURES

• BUS+FADER+DIMMER+DRIVER

• DC Input: 12-24-48 Vdc

• Remote command options: DALI

• Local command options: Normally Open push-button

• Adjusting the brightness of white light

• Voltage outputs for R-L-C loads

• Typical efficiency > 95%

• Adjusting the brightness up to completed off

• Soft start and soft stop

• Optimized output curve

• Extended temperature range

• 100% Functional test 

➔ For the whole and updated Device Manual refer to producer's website.

    

    Constant voltage variants
      Application: Dimmer

CODE Input voltage Output Channels Commands

L4A.DIM.1248.1CH.DALI 12-48V DC 1 x 8A max 1 DALI – 1 N.O. push button

     Protections

OTP Over temperature protection

OVP Over voltage protection

UVP Under voltage protection

RVP Reverse polarity protection

IFP Input fuse protection

SCP Short circuit protection

OCP Open circuit protection

CLP Current limit protection

DC I N OUT

+ - L + L-

In: 12-48V

Out: max 8A

PUSH

N.O. DALI

D A DA

L
E

D
 D

IM
 M

 E
R

L4A-DIM12 4 8-1CH-DALI

L
E

D
A

L
L

DALI
DC In : 12-48V
Out : max 8A

L
E

D
 D

IM
M

E
R

PUSH

N.O. DALI

DA DA

DC IN OUT

+ - L+ L-

DC I N OUT

+ - L + L-

In: 12-48V

Out: max 8A

PUSH

N.O. DALI

D A DA

L
E

D
 D
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L4A-DIM12 4 8-1CH-DALI

L
E

D
A

L
L

L4A-DIM-1228-1CH.DALI SINGLE CHANNEL DIMMER WITH DALI BUS

FEATURES 

• DIMMER+FADER+DRIVER

• DC Input: 12/24/48 Vdc

• Local Command: N.O. push button / 0-10V /  1-10V / Potentiometer 

• Adjusting the brightness 

• Voltage outputs for R-L-C loads

• Typical efficiency > 95%

• Adjusting the brightness up to completed off  (Dim to Dark)

• Level minimum of brightness: 0.1% (1% in push)

• D-PWM Modulation

• Adjusting D-PWM frequency: 300 / 600 / 1200

• Adjusting output curve: Linear / Quadratic / Exponential

• Soft start and soft stop

• Extended temperature range

• 100% Functional test 

➔ For the whole and updated Device Manual refer to producer's website.

   

    Constant voltage variants (common anode)

CODE Supply voltage Output Channel Command

L4A.DIN.1248.1CH.110 12-48V DC 1 x 8A max 1 N.O. push button / Analog 
signal 0-10 / 1-10 / 
Potentiometer 

     Application: Dimmer

     Protection

OTP Over temperature protection

OVP Over voltage protection

UVP Under voltage protection

RVP Reverse polarity protection

IFP Input fuse protection

SCP Short circuit protection

OCP Open circuit protection

CLP Current limit protection

     

In: 12-48V
Input : Push,0/1-10V
Out: max 8A

I N 0V

INPUT

DC IN OUT

+ - + - L+ L-

LED DIM M ER

L E D A L L

L4A-DIN12 4 8-1CH-110

LED DIMMER

DC In : 12-48V
Input : Push, 0/1-10V
Out : max 8A

IN 0V

INPUT

DC IN

+ - + -

OUT

L+ L-

In: 12-48V
Input : Push,0/1-10V
Out: max 8A

I N 0V

INPUT

DC IN OUT

+ - + - L+ L-

LED DIM M ER

L E D A L L

L4A-DIN12 4 8-1CH-110

L4A-DIN-1228-1CH.110 SINGLE CHANNEL PROFESSIONAL DIMMER
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FEATURES

• Output: 1 x channel

• BUS+FADER+DIMMER+DRIVER

• Input: DC 12/24/48 Vdc

• BUS Command: DALI

• LOCAL Command: N.O. push button (with or without memory), 0-10V, 1-10V, 
Potentiometer

• Adjusting the brightness

• Voltage outputs for R-L-C loads

• Typical efficiency > 95%

• Adjusting the brightness up to completed off (Dim to dark)

• Level minimum of brightness: 0.1% (1% in push)

• D-PWM Modulation

• Adjusting D-PWM frequency: 300 / 600 / 1200 Hz

• Adjusting output curve: Linear / Quadratic / Exponential

• Soft start and soft stop

• Optimized output curve

• Extended temperature range

• 100% Functional test  

    

➔ For the whole and updated Device Manual refer to producer's website.
   

      Constant voltage variants (common anode)
     

CODE Supply Voltage Output Channel Command

L4A.DIN.1248.1CH.DALI 12/24/48V DC 1x8A max 1
DALI – N.O. push button / 
0-10 / 1-10 / Potentiometer 

         
 
   Protections

OTP Over temperature protection

OVP Over voltage protection

UVP Under voltage protection

RVP Reverse polarity protection

IFP Input fuse protection 

SCP Short circuit protection 

OCP Open circuit protection 

CLP Current limit protection 

DC In : 12-48V
Out : max 8A

L
E

D
 D

IM
M

E
R

IN 0V

INPUT BUS IN BUS OUT

DC IN

+ - + -

OUT

L+ L-DC IN OUT

+ - + - L+ L-

L4A-DIN12 4 8-1CH-DALI

In: 12-48V

Out: max 8A

IN   0V

INPUT

D A DA

DALI IN

D A DA

DALI OUT

LED DIM M ER

L E D A L L

DC IN OUT

+ - + - L+ L-

L4A-DIN12 4 8-1CH-DALI

In: 12-48V

Out: max 8A

IN   0V

INPUT

D A DA

DALI IN

D A DA

DALI OUT

LED DIM M ER

L E D A L L

L4A-DIN-1248-1CH.DALI SINGLE CHANNEL PROFESSIONAL DIMMER

                                                                                                                                                                                                                                                                                                            

FEATURES

• Outputs: 4 x channels

• BUS+SEQUENCER+FADER+DIMMER+DRIVER

• Input: DC 12/24/48 Vdc

• BUS Command: DALI

• LOCAL Command: 4x N.O. push button (with or without memory), 0-10V, 1-10V

• Controls: dimmer, dim to warm, tunable white, RGB, RGBW

• Voltage outputs for R-L-C loads

• Typical efficiency > 95%

• Variation of the CCT to warm white with decreasing light intensity (Dim to Warm)

• Adjusting the brightness up to completed off (Dim to dark)

• Level minimum of brightness: 0.1% (1% in push)

• D-PWM Modulation

• Adjusting D-PWM frequency: 300 / 600 / 1200 Hz

• Adjusting output curve: Linear / Quadratic / Exponential

• Soft start and soft stop

• Soft dimming regulation

• Optimized output curve

• Extended temperature range

• 100% Functional test

    

➔ For the whole and updated Device Manual refer to producer's website.

     Constant voltage variants (common anode)
     • Application (4-channels output): Dimmer, Dim to warm, Tunable White, RGB, RGBW 

CODE Supply Voltage Output Channels Command

L4A.DIN.1248.4CH.PRO 12/24/48V DC
1x20A max

4
DALI
N.O. push button /  0-10 / 1-10 PROFESSIONAL

4x5A max

   Protections
OTP Over temperature protection

OVP Over voltage protection

UVP Under voltage protection

RVP Reverse polarity protection

IFP Input fuse protection 

SCP Short circuit protection 

OCP Open circuit protection 

CLP Current limit protection 

Technical notes
• Installation and maintenance must be performed only by qualified personnel in compliance with current regulations.
• The product must be installed inside an electrical panel protected against overvoltages.
• The product must be installed in a vertical or horizontal position with the cover / label upwards or vertically; other positions are not permitted. It is not permitted
the bottom-up position (with the lower face plate / label).
• Keep separate the 230V circuits (LV) and not SELV circuits from safety extra low voltage (SELV) and all connections for this product. It's absolutely forbidden to
connect, for any reason, directly or indirectly, the 230V mains voltage to the bus or to other parts of the circuit.
• For power supply use only SELV power supplies with limited current and short circuit protection, and of appropriately sized power. In case of power supplies
provided with an earth terminal,  ALL protective earthing points (PE = Protection Earth) must be connected to a valid protection earth.
• The connection cables between the power source and the product must be sized properly and should be isolated from any wiring or live parts not SELV. Use
double insulated cables.
• In the event of higher than 10A total output current to plug into both power input pairs "V +" and "V-".
• Dimension the power supply for the load connected to the device. If the power supply is oversized compared to the maximum running current, insert a protection
against over-current between the power supply and the device.
• The length of the connecting cables between the local controls (push button, 0-10V, 1-10V, potentiometer, or other) and the product must be less than 10m; the
cables must be sized properly and should be isolated from any wiring or live parts not SELV. Use double insulation shielded and twisted cables.
• The length and type of the bus cables (DALI or other) must comply with the specifications defined by the respective protocols and the respective regulations;
They should be isolated from any wiring or live parts not SELV. Use shielded cables and twisted double insulation.
• All devices and related control signals to the bus (DALI or other) and to the local controls (push button, 0-10V, 1-10V, potentiometer, or other) must be SELV
(connected devices must be SELV or otherwise provide a SELV signal).
• The length of the connecting cables between the product and the LED modules must be less than 10m; the cables must be sized properly and should be isolated
from any wiring or live parts not SELV. Use shielded cables and twisted double insulation.

LED DIMMER

DC In : 12-48V
Input : Push, 0/1-10V
Out : 4 x max 5A

IN1 0V IN2 0V IN3 0V IN4 0V

INPUT

DA DA

DALI IN

DA DA

DALI OUT

DC IN

+ - + -

OUT

L1+ L1- L2+ L2- L3+ L3- L4+ L4-

L4A-DIN12 4 8-4C H -DALI

In : 12-48V

Ou t : 4 x max 5A

IN 1 0 V IN 2 0 V IN 3 0 V IN 4 0V

INPUT

D A DA

DALI IN

D A DA

DALI OUT

DC IN OUT
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L E D A L L

L4A-DIN-1248-4CH.PRO 4 CHANNELS PROFESSIONAL DIMMER
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L4A-CON-DIM-PU-DMX

L4A-CON-DIM-PU-RF MET OMVORMER

L4A-CON-DIM-PU-RF MET OMVORMER + SLAVE L4A-CON-DIM-PU-RF

  IN OPTIE: l4a.con.rgb.dmx

41S C H E M A ’ S40 S C H E M A ’ S
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L4A-CON-DIM-RGB-RF MET SLAVE

L4A-CON-DIM-RGB-RF

L4A-CON-RGB-PU MET SLAVE

L4A-CON-DIM-MONO
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L4A-CON-RGB-WIFI

L4A-CON-DIM-PU-RF MET OMVORMER + SLAVE + 2 VOEDINGEN

S C H E M A ’ S
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T E C H N I S C H E  V O O R W A A R D E N
C O N D I T I O N S  T E C H N I Q U E S

Onze hoogkwalitatieve Led’s stellen specifieke eisen en dienen met correcte 
drivers gebruikt te worden.
Nos Leds de haute qualité présentent des exigences spécifiques et nécessitent les 
bons pilotes afin d’être performants. 

Enkel de door ons aangeboden drivers zijn hiervoor geschikt (zie 
garantiebepalingen).
Seuls les pilotes que nous proposons vous garantissent ces performances (voir 
les conditions de garantie) 

Onze Led’s zijn aan de strengste normen onderworpen, toch bestaat de 
mogelijkheid dat er in de Led’s kleine kleurverschillen kunnen zijn, vooral bij 
nabestellingen kunnen er Led’s uit een andere productiebatch geleverd worden.
Nos Leds répondent aux normes les plus strictes, mais il est toutefois possible 
déceler de petites différences de couleurs surtout lorsqu’on renouvelle la 
commande et que les Leds proviennent d’un autre lot.

Alle spots zijn in overeenstemming met de Europese regelgeving
De ledstrips type 4-line dienen steeds op een warmtegeleidende ondergrond te 
worden geplaatst (alu, metaal...) en dit voor een maximale koeling van de Led’s.
Tous les spots sont conformes à la règlementation européenne
Les bandes LEDs de type 4-line doivent toujours être placées sur une surface 
«thermo-conductrice» (aluminium, métal), ceci pour un refroidissement 
maximum de la Led.

Het is aangeraden om de ledstrips te voeden langs beide zijden.
Un câble d’alimentation se trouve à chaque bout du ruban Led. 

A L G E M E N E  V O O R W A A R D E N
C O N D I T I O N S  G E N E R A L E S

De prijzen zijn aanbevolen verkoopsprijzen in euro exclusief 21% BTW, Recupel 
en ex works. Voor profielen langer dan 2.00 m wordt 50,00€ extra transportkost 
aangerekend.
Les prix sont des prix de vente au détail en euro hors TVA de 21%, récupel et ex 
usine. Concernant les profils de plus de 2.00 m, des frais de transport de 50€ 
supplémentaires seront facturés.

De prijzen kunnen gewijzigd worden zonder voorafgaande verwittiging. De 
algemene verkoopsvoorwaarden zijn steeds van toepassing.
Les prix peuvent être modifiés sans préavis. Les conditions générales de ventes 
sont toujours applicables.

De creatie van de catalogus, foto’s alsook verpakkingen zijn onze eigendom. 
Niets uit deze catalogus mag gekopieerd worden zonder onze uitdrukkelijke 
toestemming.
La création des catalogues, des photos comme des emballages sont notre 
propriété. Aucune partie de ce catalogue ne peut être copié sans un accord 
formel de notre part.

De afbeeldingen in deze catalogus zijn op geen enkele manier bindend en 
dienen louter als informatie en kunnen afwijken in kleur en vorm.
Les images de ce catalogue ne sont en aucun cas contraignantes et servent 
simplement d’information. Elles peuvent varier de couleur et de forme selon les 
circonstances.
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