
MINI HELAX OUT 400
Pictures

Description

Minimalistic is the keyword for this downlight. Thanks to its minimal dimensions, the Mini Helax is a strikingly
unobtrusive downlight that blends into any room. Thanks to the deep-set, glare-free light source, you obtain
optimum visual comfort without looking into the ceiling. A version of the discreet Mini Helax with IP54
protection is also available, ideal for use in damp rooms.

Specifications (178941)

Colour temperature: 3000K
Beam angle: 36°
Input: 350mA DC
Lamp: LUXEON M
Lumen output net: 1 x 342
Lumen output gross: 1 x 429
Colour display: 90
Location: Outdoor
Application: Ceiling

Hole size: DIA 40
Hole depth: 60
Weight: 0,20 kg
Dimmable: PWM/CCR
VF: 10,95
Wattage: 1 x 3,82W
Converter: Without converter

Finishes

Finish 2700K 3000K
 
TEXTURED BLACK 178946 178947
TEXTURED WHITE 178940 178941
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EAN Codes

EAN EEC Reference Finish Colour temp. Price
 
EAN 54 15233 07312 0   E 178946 TEXTURED BLACK 2700K 92,00   
EAN 54 15233 07314 4   E 178947 TEXTURED BLACK 3000K 92,00   
EAN 54 15233 07311 3   E 178940 TEXTURED WHITE 2700K 92,00   
EAN 54 15233 07313 7   E 178941 TEXTURED WHITE 3000K 92,00   
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